¢ EUROPRESS

BALEX-30

ROBUST VERTICAL BALERS FOR
DEMANDING USE
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CARDBOARD | PLASTICS | TEXTILES

INTELLIGENT SMART TECHNOLOGY
BALE WEIGHT 280-320 KG



BALEX-30

Europress Balex-30 is a compact vertical baler designed for heavy
use. It is suitable for wide range of uses. The dual-mode function
optimizes compression set up for different materials. With its 30 tons
compression force, it produces very dense bales weighing up to

320 kg. Due to its compact cross cylinder design, the baler is easy to
place in any working environment.

Large feed opening guarantees easy loading. Finished bales are
automatically discharged onto pallets. Several safety features e.g.
heavy-duty discharge door closure with electronic sensors and two-
handed bale ejection system ensure safe usage.
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Compaction force (t) 30

Dimensions Hx W x D (mm) 1,995 x 1,810 x 1,250
Weight (kg) 2,000

Infeed opening Hx W x D (mm) 520 x 1,120 x 950
Infeed height (mm) 940

Bale dimensions Hx W x D (mm) 950 x 1,200 x 840
Bale weight (kg) (Cardboard) 280-320

Press cycle time (s) 34

Noise level (dBa) 59

Motor (kW) 4.0

Power supply 400V, 50 Hz, 3x C16 A

320 KG

CAPACITY

BLUE COLOR RAL 5017 / MATERIAL RETENTION CLAWS
PALLET GUIDE / INTEGRATED STRAP CUTTING BLADE
AUTOMATIC BALE EJECTION SYSTEM / TWO-HANDED BALE EJECTION SYSTEM
MODE SWITCH (TWO MODES OF OPERATION) / KEY-OPERATED LOCK SWITCH
LOADING DOOR SAFETY LIMIT SWITCH / DISCHARGE DOOR SAFETY LIMIT SWITCH
INTELLIGENT SMART TECHNOLOGY
EUROPRESS SMART CONNECTIVITY READINESS
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